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Function Description
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Connecting battery communication cable/NTC cable and clamps

1.Don’t cut off any battery communication cable or CT cable as the seal ring’s holes are pre-mark as 

“half-cut” on its surface. It is easy to put the cable into the corresponding seal ring’s hole.

2. If the battery type is lithium-ion or ternary battery which needs communication between the inverter 

and battery management system(BMS), the communication connection must be made. The attached 

communication cable in inverter package may not suitable for all battery brands, please check if the 

battery communication port is compatible with your battery.

3. If the battery type is lead acid, which needs battery NTC cable kit to monitor battery ambient 

temperature.

4. Direction of the Grid side CT clamp cannot be connected in reverse, please follow”Grid-House” 

direction to make the connection.
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Debugging RS 485-B

Debugging RS 485-A



UPS Load

Cable Requirements:

1.”Battery communication cable”

(l ithium battery CAN/RS485 

communication)

2.”NTC”(For lead-acid battery)

3.”CT cable”(With RJ485)

4.”CT cable”(With RJ11)
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UPS short circuit

UPS power reversed

1.Check UPS L,N connection.

2.Disconnect the UPS connector,

if the error still exist, contact us.



Add: 5th floor, Building 11, Hengchangrong High-Tech Industrial Park, Huangtian Comunity, 

Hangcheng Street Bao’an District, Shenzhen, China

Contact  Shenzhen Lux Power Technology Co., Ltd

Tel: +86 755 8520 9056

Mail: info@luxpowertek.com

Web: www.luxpowertek.com

As the manufacturer of this inverter, we provide the manufacturer warranty to our products 

to our users. For detailed information please refer to the warranty card in the packaging of 

the inverter or contact our service center via email, web message or phone call.


